CDMS RTF Scaler Cable

Merle Haldeman

Created: 02/27/2001 .
This file is located at: Revised: 04/04/2001 ~ Note: AMP Part # 746179-8
\\Ppdserver!\ETT.PPD\PROJECTS\Ett_ES\CDMS\module\ is an obsolete connector which
9U\ZIP_RTF\RTF_Connectors\RTF_Scaler_Cable.CNV ltem 19 in Fermi Drawing: XXXX-EE-387319 has been replaced with

AMP Part# 499141-8
Although 746179-8 has longer
latch levers to reach around a

strain relief

Note: This connector requires AMP

Part # 111338-1 latch assembly
n = 0 for the bottom connector
and 32 for the top connector
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input n+32

ground

Pins and wire #34 —7' input n+16

34 conductor ribbon cable
3M Part# 3365/34
Spectra-Strip P/N 843-191-2801-034

There is a direct connection
between pin n on the left and
pin n on the right.

Pins and wire #1 —\

1 2 2 1
4‘ O 34 socket ribbon cable 34 socket ribbon cable

connector. AMP Part # 746288-8 connector. AMP Part # 746288-8
34 pin connector mounted on the Viewed from front of Subrack/Crate Viewed from front of Scaler )
back of the top RTF Backplane, ~Requires an AMP Part# 499252-8  Requires an AMP Part# 499252-8 34 pin connector located on the
used to connect the backplane strain relief. strain relief. front of the Joerger Model VS64,
signals to the 64 channel Counter/ 64 Channel Counter/Scaler,
Scaler. AMP Part # 499582-8 _AMP Part # 746179-8
Viewed from front of Subrack/Crate Viewed from front of Scaler

input n+1 input n+17
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