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Chamber No.1 Before Ground Fix

(Cosmic Trigger, HV=1900V, Threshold = max =5V)
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Grounding




Event Examples
(on-line display)
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Chamber No.1 After Ground Fix

(Cosmic Trigger, HV=1900V, Threshold ~1V)
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Typical TDC (Time) Distributions
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Summary - Plane 1
(Large Scintillators, HV=1900V, TH~1V, No Cuts)

Flane 1 Bun 12, HW=1200%, KNG Cuts
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Summary - Plane 2
(Large Scintillators, HV=1900V, TH~1V, No Cuts)

Flane 2 Fun 18, HW=19240%, NC Cuts
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Summary - Plane 3
(Large Scintillators, HV=1900V, TH~1V, No Cuts)

Flane 3 Run 18, HY=194Q0%, NZ Cut=s
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Summary - Plane 4
(Large Scintillators, HV=1900V, TH~1V, No Cuts)

Flane 4+ Run 18, Hv=12Q0%, N Cuts
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Simple Analysis

Definition
Single Track:

(1) Cosmic Trigger, and
(2) O, 1 or 2 (neighboring) hitsin each plane



Average Number of Hits per Trigger
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Efficiency Estimate (upper limit)

Number of Sngle Tracks in_Plane
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Efficiency Estimate (lower [imit)
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Trigger Counters — Center of Wires

Side View Top View

last wire

/ Chamber Window

Trigger Counters

/ (above and below)

1-st wire



Plane 4, Center of Wires
(HV=1900V, TH~1.5V, No Cuts)
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Plane 4, Center of Wires
(HV=1900V, TH~1.5V, No Cuts)




Test Summary

Chamber worksas a whole, but “strange”
localized effects are observed

All wires alive (noisy or dead channels- dueto
electronics problems)

Chamber common ground problem must be
addressed during fixing/reassembly — have
recommendations

Rather short working range: ~ 1850 — 1950V
Time Resolution: 10-20nsRM S, <50ns at base



Related | ssues

David isworking on preamp supports
Discriminator-to-TDCcable adapters areready

Who isresponsible for fixing the chambers -
when?

Need to placerequest for TDCsat PREP
ASAP

All preamplifiers, discriminatorsand TDCs
from PREP MUST betested beforeinstallation

Info from chamber experts.

- Theloss of tension for aluminum wires has
been determined to be 3-5% / year.
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